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TECHNICAL NOTE 3439

ANATYSTIS OF EAR FORMATION IN DEEP-DRAWN CUPS

By Arthur J. McEvily, Jr,
SUMMARY

A review of the litersture on deep drawing and on anlsotropy of
metals Indicates that no dlrect correlation has been established between
the number and location of the ears on deep-drawn cups and the preferred
crystallographic orlientation of the blank material. In the present paper,
a method for predicting earing bebavior is proposed which 1s based on the
plastlic properties of single crystals and a knowledge of the preferred
orientation of the blank materisl. The proposed method of prediction is
in satisfactory agreement with reported experimental results.

INTRODUCTION

In order to understand the gross deformational behavior of polycrys-
talline metals, a knowledge of the deformational characteristics of the
grains themselves is necessary. An exsmple of the effect of the individ-
ual grains on the behavior of the metal as a whole is exhibited by the
formation of ears in the deep-drawing process. This process is widely
used in the manufacture of meny intricately shaped aircraft components,
and a simple example of 1t is the forming of a thin, circular blank into
a cylindrical cup as Indicated in figure 1. The blank material is ususlly
taken from rolled sheet, which often possesses preferred crystallographic
orlentation associated with the processing history of the sheet., This
preferred orientation may be highly objectionable since it may lead to
the formation of ears around the rim of the cup and to variations In side-
wall thickness. A typical exsmple of ear formatlon is shown in figure 2.

In the past, attempts have been made to correlate esr formation with
the mechanical properties of the blank, but none have been universally
successful. General reviews of these works may be found in references 1
end 2. More recently, Bourne and Hill (ref. 3) developed a theoretical
method for correlating certain material constants with the number and
location of ears. These consbants define the state of anisotropy of the
blank and must be found by test.

Although these past: investigations have demonstrated that ear forma-
tion 1s associated with preferred orientatlon, no methed for correlating
ear formation directly with crystallographlc orientetion has been devel-
oped. The purpose of this paper is to show that the number and location
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of ears can be computed on the basis of single-crystal behavior and a
kmowledge of the orientation of the polycrystalline aggregete. No experi-
mental determination of the properties of the sheet, as in reference 3, is
required. Although the proposed method is a general one, only face-
centered cubic metals are conslidered in this paper.

SYMBOLS
€a circumferential strain
€p radiel strain
biasloeslyprlon direction cosines
@ angle between radlal and rolling directions
¥ shear strain
THEORY

In order to slmplify the analyslis of the deep-drawing process,
assumptions similar to those of Bourne and Hill (ref. 3) are adopted.
These assumptions are ss follows:

(1) Ber formation depends mainly on conditions near the rim, where
the state of stress is essentially a pure clrcumferentisl compression.

(2) Each element of the rim is subjected to the same circumferentisl
strain.

(3) The blank-hoclder pressure is negligible; thus, there exists a
state of uniaxisl plane stress.

In addition, the following assumpbtlons are made with respect to the
meterial of the blank:

(4) Slip is the mechanism of plastic deformation.

(5) The stete of anisotropy remains essentially unchanged during
the drawing process.

(6) The circumferential strain of & small element is the same as
that of each grein in the element,

(7) In each element, the radial strain is the average of the radial
gtrains of the individusl grains of the element.
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A set of assumptions equivelent to assumptions (%), (5), (6), and (7)
were employed with reasonable success for the determination of Poisson's
ratio in the plastic range (ref. 14). Consequently, for the present case
which also involves the determination of plastic strains, these assump-
tions are expected to be falrly relisble.

Consider a grain in an element near the rim of the blank st an
intermediate stage of the deep~drawing process. The circumferentisl
strain in the grain €, is related to the shearing strain due to slip

in the active slip system by the following expression:
Gc = Zlc2207 (l)

The quantity 7 1s the shear strain in the slip system, 11 1is the

direction cosine between the circumferential direction end the slip-
plane normal, and 15, 1s the direction cosine between the circumferen-

tial direction and the slip direction. The operative combination of slip
plane and slip direction for any arbitrary grain orientation is shown in
figure 15 of reference 4 for face-centered cubic metals.

The radisl strain in the grain €. is given by

€ = l1ploy? (2)

where 11, 1is the direction cosine between the radisl direction and the
slip-plane normal and 15, is the direction cosine between the radial

direction and the slip direction.

Inasmuch as €, is a constent (see assumption (6)), then, after ¥
has been eliminated the following relationship between €. and e, is
obtained:

AT A
- lrer (3)
c le“2c

When 811 the grains of the element are similsrly oriented, equation (3)
is gpplicable without modification., When two or more orientetions are
present, a weighted average value of the radisl strain must be determined
in accordance with assumption (7). Whenever & texture is made up of twin
components, each component must be treated as a distinct orientation.

Since €, 1is a constant, a plot of the veriation of er/ec
against o, the angular position aroumd the periphery of the cup measured
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from the rolling direction, will indicate the type of ear formation to
be expected; vherever er/ec is g maximum, an ear will be formed. A

number of cases have been investigated end are discussed in the next
section.

RESULTS

Several distinct types of earing behavior have been reported in the
litersture, and the following examples are intended to cover the range
of this bebavior and to demonstrate the validity of the proposed method.
Only cases for which the orientation was definitely established or for
which pole figures were avallsble are considered.

Bgldwin, Howaeld, and Ross (ref. 5) tested recrystallized copper
which possessed e high percentage of cublcally alined grains. They
reported that ears developed at the 0° and 90° positions to the rolling
direction. Aust and Morral (ref. 6) obtalned similar results with cubi-
cally alined 1100 (2S) aluminum. For comperison with these findings,
the solid curve of figure 3(a) has been camputed with the assumption that
all the grains are cubically alined. The dashed curve has been cglculated
by assuming & spread of 10° gbout the ideal orientation. The theory pre-
dicts that ears should form at the 0° and 90° positions where €r 18 &

maximm; this prediction is in accord with the experimentel results.

Burghoff and Bohlen (ref. T7) investigated the earing behavior of
68-32 brass strip. For material which had been rolled 84t percent and
snnesled at 425° C and then rolled 50 percent and annealed at 650° C,
ears were formed at the 45° positions to the rolling direction. It
sppears from the (111) pole figure for this material (f£ig. 9 of ref. 7
that the texture may be described by the following orientations:

(110) [1T2], (110)[I12], and (1I2)[I11] which are in the proportions

of 25%, 25%, and 50%, respectively. A theoretlcal curve has been conm-
puted on this basis and is presented in figure 3(b) together with a
faired curve which is intended to approximate the behavior of the actual
meterial. A single meximum velue for € occurs near the 45° position

and this value is in agreement with the experimental findings.

Burghoff and Bohlen (ref. T) have also obtained cups with ears at-
the 0° and 60° positions. The material was also 68-32 brass which was
rolled 50 percent eand snnealed at 565° C and then rolled 85 percent and
annegled st 650° C. It appears from the (lll) pole figure for thls case
(fig. 10 of ref. T) that the texture centered about the (110) [337] and
the (110)[337] orientations with equal amounts of each orientation
present. The theoretical and faired curves for this case are shown in
figure 3(c). The maximum values of €. occur at the 0° and 60° posi-

tions; this result again is in accord with the experimental results.



NACA TN 34%9 5
CONCLUDING REMARKS

Three different cases of earing behavior have been investigated,
and in gl1 cases the present theory has been found to be in sgreement
with the experimental results., 'This satisfactory correlation shows that
the anisotropy of plastic flow due to the crystalline nature of the
material 1s responsible for ear formation. In addition, the assumptions
mede concerning the deep-drawing process and the nature of the deforma-
tion of the polycrystalline aggregate are also substantiated by +this
satisfactory correlation.

Langley Aeronsuticasl Leboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., February 9, 1955.
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Figure 1.~ Deep drawing of a circular blank into a eylindrical cup.

(b) Final stage.

Figure 2.- An example of dlrectional earing in a deep-drawn cup.
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(b) Orientations of (110)[1I2], (110)[I12], and (112)[I11] which are in
the proportions 25%, 25%, and 50%, respectively.
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(e) (110)[337] and (110)[337] orientations present in equal amounts.

Figure 3.~ Vaeriation of radial strain in deep~drawn cups possessing dif-
ferent preferred orientations.
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